
The Phoenix ÛCÛF Insulated ÛCooler ÛFreezer impact door is the only one on 
the market with a fiberglass spine and composite hinges, which provide a 

proper thermal break between temperature controlled environments.  

Insulated and durable, ideal for cooler and freezer openings in 
supermarkets, convenience stores and food service plants
4” thick door panels providing an R-26 insulation value 
Patent pending internal frame design provides unmatched 
structural stability
Polyiso foam core with bonded composite internal frame
Thermoplastic face sheets permanently fused to internal 
frame and core, eliminating the threat of moisture penetration
Full length, reinforced pultruded fiberglass spine eliminates 
thermal transfer issues
V-Cam top hinge has 230º swing radius,115º in each direction
Composite v-cam and jamb guard eliminate thermal transfer
Argon filled, low-e tempered glass, dual pane window unit
Dual blade gaskets on three sides for improved sealing, single 
blade on spine edge to facilitate proper door swing
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Phoenix Û
Insulated Û&RROHU�Û)UHH]HU Impact Door
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Shown in White w/ 36” kick plates

Shows dual blade gaskets on leading edge

Shown in Gray w/ 36” bumpers
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Specifications
Series / Model: Phoenix / ÛCÛF

Sizes: 24” - 48” wide and up to 120” high per panel

Core: Bonded structural composite frame, 3¾” thick low-

Spine: Pultruded reinforced fiberglass w/ integral hinge posts

Edge: Extruded polymer channel holds perimeter blade gaskets

Hinges: Top: Composite V-Cam and sealed stainless roller bearing

Window: 10” x 30” argon filled, low-e tempered glass, dual pane
window unit

Warranty: 2-year against manufacturer defects

Options
Surface: FRP or 304 #4 stainless steel

Kick plates: Stainless steel, galvanized steel, black HDPE or black

Bumpers: 4” projection polyethylene teardrop in 12”, 18”, 24”, 32” &

Lower: 12” composite jamb guard

Surface: ǩ´�WH[WXUHG�WKHUPRSODVWLF

PDS-PCF-0321
Contact us at 888-263-4082 or Sales@PhoenixDoorSystems.com

36”

Offering subject to change. Actual colors may vary slightly from shown.
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Canyon Blue

BlackBeige

Cocoa Brown

&RORUV

Red White

Light Gray Metallic Gray

Gray Chocolate Brown

Push plates: Stainless steel, black ABS or black HDPE in 12” & 16”

1/8" THERMOPLASTIC 
FACE SHEETS

LOW PERMEANCE, CFC 
FREE URETHANE, 
FOAMED IN PLACE 
INSULATION CORE

COMPOSITE V-CAM 
AND JAMB GUARD 
TO ELIMINATE 
THERMAL TRANSFER

ENERGY ABSORBING 4" 
PROJECTION TEARDROP 
BUMPER

EXTREMELY DURABLE 3/16" THICK
PULTRUDED REINFORCED FIBERGLASS
SPINE. ELIMINATES THERMAL TRANSFER ISSUES, 
AS SEEN IN DOORS WITH ALUMINUM SPINES.

4.0"

KEYWAYS ARE INCORPORATED
INTO THE FRAME EXTRUSION DESIGN, 
TO ALLOW THE FOAM CORE TO LOCK 
INTO THE FRAME ASSEMBLY AND 
GREATLY INCREASE STRENGTH WHILE 
ENSURING IMPROVED PANEL INTEGRITY

DUAL GASKETING 
ON THREE SIDES

HEAVY DUTY COMPOSITE 
INTERNAL FRAME STRUCTURE

ABS in 12”, 18”, 24” & 36”

Rub Rails: 1ǩ” wide polycarbonate

EXTRUDED 
ALUMINUM FRAME

DUAL BLAD, FULL LENGTH 
TOP SEAL

ENERGY 
ABSORBING 
TEARDROP 
BUMPER, 4" 

PROJECTION. 
HEIGHT AS 
REQUIRED.

COMPOSITE
V-CAM HINGE

DURABLE 1/8" THICK 
THERMOPLASTIC FACE SHEETS

43" TO 
BOTTOM 

OF VISION 
(ADA SPEC)

BLACK 3/16" THICK 
PULTRUDED FIBERGLASS 
SPINE, ELIMINATES THERMAL 
TRANSFER ISSUES

DURABLE SINGLE GASKET ON 
HINGE EDGE. DUAL BLADES 
ON OTHER THREE SIDES.

LOW PERMEANCE,
CFC FREE URETHANE, FOAMED 
IN PLACE INSULATION CORE

4" X 12"
COMPOSITE
JAMB GUARD

10" x 30" ARGON FILLED, LOW E 
TEMPERED GLASS, DUAL PANE 
WINDOW UNIT

permeance, CFC free urethane foamed-in-place insulation


